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Technical Specifications 

Updated September 27, 2016 

Old Town Temecula Community Theater is a performing and visual arts facility that 
includes a 361-seat proscenium theater opened in 2005, the charming 1890 Mercantile 
Building that houses an intimate performance space and a visual art gallery, a dance 
studio, and a 1,390 square foot rehearsal space that can be divided into two rooms.  
 
The mission of Old Town Temecula Community Theater is to present and promote the 
arts and their ability to enrich community life. The Theater staff recognizes that 
successful events are a collaborative effort that require a high degree of skill, 
cooperation, teamwork, organization, flexibility, and shared information. The Theater 
staff is dedicated to providing courteous, efficient, quality service to all clients. All house 
equipment will be set-up, operated, and struck by Theater stagehands. 

 

https://shawnasarnowskiphotos.smugmug.com/More-Theatre-photos/n-2XgNgJ/
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MAIN STAGE 

 
 

Stage Specifications 
 
Stage Floor 
 
GRT Stagelam black, on 2 layers of 3/4ò ply, on 2òx 
4ò sleepers, on 4ò square resilient Neoprene pads. 
Point load maximum is 500 pounds per square inch 
(can accommodate a 4,000 pound car). 
 
Stage Dimensions: 
A.  Plaster Line to Back Wallééééé...35ô-3ò 
B.  Apron to Back Walléééééééé40ô-10ò 
C.  Forestage Apron to Back Wallééé..48ô-7ò 
D.  Forestage dimensionéééé..7ô-9ò x 28ô-0ò 

(Note: The Forestage has three fixed 
positions: Stage level, House level with or 
without 19 seats, and Pit level and is moved 
manually.) 

E.  Stage Width from SR Wall to Locking Rail 
70ô-2ò 

F.  Proscenium Openingééééééé..36ô-0ò 
G.  Curtain Line to Apronéééééééé7ô-2ò 
H.  Curtain Line to Forestage Apronéé.14ô-11ò 
I.  Curtain Line to Back Wallééééé...33ô-8ò 
J.  Stage Right Wingéééééééé..18ô-11ò 
K.  Stage Left Wingééééééééé...15ô-3ò 

Proscenium Height (maximum)21ô- 0ò 
 Height from Stage to: 
  Pin Rail 21ô-0ò 
  Loading Bridge 42ô-10ò 
  Grid 47ô-0ò 
 House Floor to Stage 3ô-0ò 
 Pit Dimension 12ô-9ò x 28ô-0ò 
 Orchestra Pit Capacity: 18 
 
Projection Distances: 
Control Booth to Apronéééééééééé48ô-0ò 
Control Booth to Cycéééééééééé..87ô-10ò 
Balcony to Apronéééééééééééé..44ô-0ò 
1st AP to Apronééééééééééééé.18ô-0ò 
2nd AP to Apronééééééééééééé26ô-0ò 
3rd AP to Apronééééééééééééé38ô-0ò 
Follow spot to Apronééééééééééé60ô-0ò 
Rear Projection Booth to Screen (Lineset # 21).12ô 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Stage Equipment 
 
Dance Floor***..6 Rolls Rosco Blk/Gry 43ôx 63ò and 
     2 Rolls Rosco Blk/Gry 30ôx 63ò 
Music Standsééééééééééééééé..36 
Music Lightséééééééééééééééé36 
Musician Chairs (black)ééééééééééé.44 
Musician Stools (black padded)éééééééé.6 
Orchestra Riser Topsééééééééé..(4x8) 16 
Orchestra Riser Leg(8ò, 16ò, 24ò) 10 sets each size 
Choir Risers(3 step) 4) Wenger Travelmaster risers 
Conductors Podiumééééééé1) 48ò x 38ò x 4ò 
             2) 48ò x 38ò x 8ò 
Grand Piano***éé.Steinway & Sons, Model D, 9 ft 
Upright Pianoééééééé..Yamaha P-22 Studio 
Orchestra Shell***éééééé.Travelmaster Shell 
Drum Baffle (Shield)............6 piece 1/4ò Plexiglas,  
     2ô x 4ô ea. 
Flags (U.S. and California)éééééééé1 each 
Lecternééééééééé.1 each, ADA compliant 
Prop Tableséééé9-6ôx 30ò Black Folding Tables 
          11-6ôx 18ò Black Folding Tables 
Tech Rehearsal Table................................2-6ôx 30ò  
    Black Folding Tables 
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Sound System 

Console:  Yamaha PM5D 32-bit Digital Mixer 
  48 Mono Inputs 
  4 Stereo Inputs 
  Phantom Power is available on  
  all 48 mono inputs. 
 
Post Console Processing: 
  2 ï Yamaha DME 64, cascade  
  digital connection from PM5D 
 
Effects:  Included within Yamaha PM5D 
 
Playback:  1 - Minidisk and 2 - CD (1 ï   
 playback only / 
  1 ï Record and playback) 
  Note: IPod playback available via  
 dock 
 
Stage Research: SFX Deluxe/Audio playback and 
Show Control (provided) 
 
Speakers:  7 - Renkus Heinz TRAP 40/7K 
  2 in left and right clusters, 
  3 in center cluster 
  Powered by QSC PLX 3402 and  
  2402 amplifiers 
 
Front Fills:  4 - Renkus Heinz Mini-Trap 
  Powered by QSC amplifiers 
 
Subwoofers:  2 ï EAW SB180 Subwoofers 
  Located above center cluster 
  Powered by QSC PLX 3402   
 amplifier 
 
Hearing Impaired System: 
  Gentner TX37A Transmitter 
  Gentner RX-1A Receivers 
 
Mix Position:  Center of orchestra seats 
 
Monitors:  8 ï JBL SRX712M wedges (6  
  mixes maximum) 
  Powered by QSC PLX 3402   
 amplifiers\ 
  House provides for fold back from  
 front-of-house 
 
Snakes:  2 - 50ô, 20 channel 
    2 - 25ô, 6 channel 

Optional Monitor System:  *** 
 Console: Yamaha LS-9 (32 in by   
 12 out) 
 Monitor Speakers: 2-JBL PRX   
 525 Self Powered Side Fills (DBL  
 15 plus Horn) 
 2-JBL JRX 100 Drum Wedges (Single 
 15 plus Horn) 
 1-Hot Spot VC-7 Non-powered Monitor 
 Speaker 
 Note: These are in addition to the JBL 
 wedges above. 
 Powered by Crown XTi 4000 amplifiers 
 
Optional Over Ear Headset Monitors: 
 1-Furman HA6AB  Six Channel Mono 
 Pre-amp 
 3-Furman HR-2  Two Channel  remote 
stations (for  headsets) 
 6-Behringer HPX-2000 Headphones 
 
Sound Panels: Located throughout the building. 
 
Microphones and Direct Boxes: 
The following are provided subject to availability: 
3 ï Shure U4D Dual Wireless Receivers (6 total) 
with 
6 ï SM58 Handheld Microphones and 
6 ï U1 Belt-Pack Transmitter with 
4 ï Countryman WCE6 Headset Mics and 
4 ï Shure WL183 Lavaliere Mics 
1ðHeil ñFinò 
1-- Heil PR22 
1-- Heil PR30 
1-- Heil PR35 
1-- Heil PR40 
6 ï Shure SM 58 
6 ï Shure SM 57 
2 ï Shure SM 81 
4 ï Shure Beta 98 D/S 
5 ï Shure Beta 98 H/C 
2 ï AKG C414B-XLS 
3 ï AKG C3000B 
3-Beta 87 Vocal mics 
1-Sub Kick Drum mic 
1-Beta 52 Low frequency mic 
1-SM 91 mic 
1 ï Electro-Voice RE20 
8 ï BSS AR-133 Direct Boxes 
 

Sound Pressure Levels: 
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We require that sound pressure be kept within safe levels for both our audience and our crew. If the peak 
sound pressure levels at the closest audience or crew member exceed 95 db (Aï 
Weighted) or 100 db (C-Weighted) the audio engineer will be asked to lower volume in the Theater. 
 
Lighting System: 
Control Console:   ETC GIO 4K with 2-2 X 20 by Fader Wings 
Location:     Control Booth, Back of House, Parterre Level 
Dimmers:    ETC Sensor D20AF (236 ï 2.4Kw dimmers. Dimmer per circuit) 
     ETC R20AF Modules (29 ï 2.4Kw) 
Circuits:    3-Pin 
 
Lighting Inventory: 
Conventional Fixtures: 
17-ETC Source Four 19 degree lekos (lamped @ 575w) 
30-ETC Source Four 26 degree lekos (lamped @ 575w) 
30-ETC Source Four 36 degree lekos (lamped @ 575w) 
20-ETC Source Four 25-50 degree Zooms (lamped @ 575w) 
48-ETC Source Four PARS w/lens kit (lamped @ 575w) 
29-Strand 8ò Fresnels (lamped @ 1k) 
10-Altman 3-Cell focusing cyc lights (lamped @ 1k) 
6-ETC Source Four 26 degree barrels 
6-ETC Source Four 36 degree barrels 
 
Automated Fixtures: 
29-Elektralite Quad LED Moving PARS (30 degree lens) 
10-Elektralite RGBW LED Moving PARS (25 degree lens) 
16-Elektralite LKE 700 Profiles *** (700w) 
12-ADJ INNO Spot Elite LED Profile Fixtures (used as front light from FOH truss and 1st LX) 
10-ADJ DOTZ Matrix 4.4 LED Cubes (5/5 for Cyc Lights and Ground Row) 
05-ADJ ILLUSION DOTZ 4.4 LED Moving Head Effects Cubes***  
06-ADJ INNO Spot Elite LED Profile Fixtures*** (used for Floor or Air F/X fixtures) 
17-ADJ INNO Color Beam Z-19 Focusable LED PARS 
05-ETC S4 LED Lekos (19 degree) with attached Rosco DMX Iris Units. 
 
Color Wheel 1: Position 1-Open/White; Position 2-Red (R332/L166 eq.); Position 3-Yellow 
(R12/L101 eq.); Position 4-Dark Blue (R80/L132 eq.); Position 5-Orange (R18/L105 eq.); 
Position 6-Lt Blue (R78/L79 eq.); Position 7-Congo Blue (R382/L181 eq.); Position 8-CTB 
(R3216/L203 eq.); Position 9-CTO (R3444/L206) 
 

Gobo Wheel 1: (gobo and position in wheel) F-1 OPEN  
 

Gobo Wheel 2: (gobo and position in wheel) F-1 OPEN  
 
 
 
06-Elektralite ñEye Kandyò LED FX fixtures*** 
Color Wheel 1: Position 1-Open/White; Position 2-Red (R27 eq.); Position 3-Yellow (R312 eq.); 
Position 4-Blue (R80 eq.); Position 5-Green (R90 eq.); Position 6-Amber (R21 eq.); Position 7- 
Lt Blue (R72 eq.); Position 8-Purple (R39 eq.) 
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Gobo Wheel 1: (gobo and position in wheel) F-1 OPEN  
 
ADJ Inno Spot Elite LED Profile Fixtures*** 
 
Color Wheel 1: Position 1-Open/White; Position 2-Red (R25 eq.); Position 3-Amber (R20 eq.); 
Position 4-Yellow (R12 eq.); Position 5-Green (R389 eq.); Position 6-Med Blue (R83 eq.); 
Position 7-Magenta (R346 eq.); Position 8-Lavendar (R355 eq.) 
 

Gobo Wheel 1: (gobo and position in wheel) F-1 OPEN  
 
Follow Spots: 
02-Lycian Starklite II 1272/UT (1.2k Xenon) *** 
 
***Requires additional rental fee 
Prices available upon request 
 
 
Lighting Accessories: 
20-City Theatrical Drop-in Iris units (for S4 Lekos) 
22-ñBò size pattern holders 
20-Barndoors for Strand Fresnels 
06-Barndoors for ETC PARS 
24-Top Hats (for S4 Lekos) 
18-7 İò R59 (equivalent) Dichromatic glass filters 
12-Quick Plate floor bases 
04-Altman 50lb bases with 9ô schedule 40 threaded pipe (stage booms) 
04-STL 65lb bases with 9ô schedule 40 non-threaded pipe (stage booms) 
04-City Theatrical Scenery Bumpers 
 
Portable Lighting System: 
10-Elektralite ñEye Ballò Quad LED PAR fixtures 
2-ADJ Flat Par LED fixtures 
Control Console: ETC Smartfade 
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Available Patterns: (Gobos) 
6 ï B1047 (Blowing Flame) 
4 ï 77280 (Jaws) 
4 ï B 408 (Sm Leaf Breakup) 
4 ï 71024 (Flames 7) 
4 ï 77642 (Triangles Sm) 
8 ï 71028 (Geometric Explosion) 
8 ï 77806 (Leaf Breakup) 
4 ï 77805 (Leaf Breakup Med) 
4 ï 79654 (Blobs) 
4 ï 78220 (Wrinkles Lg) 
8 ï 77751 (Radial Lines) 
6 ï 71055 (Sunburst Flowers) 
8 ï 79702 (Radial Circles) 
4 ï 79177-Grecian Sun 
4 ï 74017-Symetric #17 
4 ï 74054-Organic # 4 
4 ï 74022-Symetric # 2 

8 ï 79081 (Baby Boomerangs) 
2 ï 79129 (Snowflakes 2) 
1 ï 846 (Gothic) 
1 ï 444 (Bright Lights) 
1 ï 79001 (Nightsky) 
1 ï 850 (Shooting Stars) 
8 ï 77932 (Stars 6) 
8 ï 77929 (Whirl) 
8 ï 79087 (Splat Breakup) 
6 ï 78200 (Sun Circle) 
8 ï 77582 (Tye Dye) 
8 ï 77893-Whirlpool 
8 ï 77617-Biohazard 
4 ï 78444-Diamond Spheres 
4 ï 78475-Rotating Apertures 
4 ï 77392-Geometrics # 2 

 
 
Circuits: 
1. Lighting Booth: Circuits 1 and 2 
2. 3rd Catwalk: Circuits 3 thru 8 (from house right) 
3. 2nd Catwalk: Circuits 9 thru 23 (from house right) 
4. 1st Catwalk: Circuits 24 thru 38 (from house right) 
5. #1 Cove SL Low: Circuits 68 and 69 
6. #1 Cove SL High: Circuits 59 thru 61 
7. #1 Cove SR Low: Circuits 70 and 71 
8. #1 Cove SR High: Circuits 62 thru 64 
9. #2 Cove SL Low: Circuits 65 and 66 
10. #2 Cove SL High: Circuits 53 thru 55 
11. #2 Cove SR Low: Circuits 66 and 67 
Note: Circuit 66 is paired SL & SR (essentially a ñtwo-ferò) 
12. #2 Cove SR High: Circuits 56 thru 58 
13. #1 Electric: Circuits 78 thru 104 (from SL) (27 total 2k circuits) 
14. #2 Electric: Circuits 113 thru 127 (from SL) (15 total 2k circuits) 
15. #3 Electric: Circuits 136 thru 150 (from SL) (15 total 2k circuits) 
16. #4 Electric: Circuits 159 thru 173 (from SL) (15 total 2k circuits) 
17. #5 Electric: Circuits 178 thru 198 (from SL) (Cyc Pipe) 
Note: Circuits 178 thru 183 are individual circuits evenly spaced between circuits 184 thru 198 which are set up 
in bundles of three, i.e.: 178é184/185/186é179. 
18. Proscenium SL: Circuits 201 thru 203 
19. Proscenium SR: Circuits 204/205 and 208 
20. Upstage R Wall: Circuit 236 
21. Upstage L Wall: Circuit 235 
 
 
 
 
 
 
 
 



8 
 

 
22. SL Floor Pockets (starting downstage) 
Box 1: Circuits 209/208 
Box 2: Circuits 213/212 
Box 3: Circuits 217/216 
 
23. SR Floor Pockets (starting downstage) 
Box 1: Circuits 210/211 
Box 2: Circuits 214/215 
Box 3: Circuits 218/219 
 
24. Upstage Floor Pockets (starting stage left) 
Box 1: Circuits 222 thru 220 
Box 2: Circuits 225 thru 223 
Box 3: Circuits 228 thru 226 
Box 4: Circuits 231 thru 229 
Box 5: Circuits 234 thru 232 
 
25. Fly Gallery SL (starting down stage) Note: These boxes are set up to accept either Multi-cable 
      or 3- pin cable. 
Box 1: Circuits 74 thru 77 
Box 2: Circuits 109 thru 112 
Box 3: Circuits 132 thru 135 
Box 4: Circuits 155 thru 158 
 
26. Fly Gallery SR (starting down stage) 
Box 1: Circuits 105 thru 108 
Box 2: Circuits 128 thru 131 
Box 3: Circuits 151 thru 154 
Box 4: Circuits 174 thru 177 
 
Projector Alcove: Circuits 199/200 
Orchestra Pit: Circuits 72/73 
 
***Note: All automated fixtures are required to use R20 Modules for power. Any R20 Module used consumes 
2-20a circuits. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


